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HIGH QUALITY CCTV EQUIPMENT– COVERT 
MEMOCAM-ZORRO COLOUR 

TECHNICAL SPECIFICATIONS 

Model MEMOCAM-ZORRO COLOUR DAY/NIGHT 

Camera Type; Min Illumination  CCD Colour 3.7mm Pinhole Lens; 0.2 Lux 

Video Format NTSC or PAL 

Video Input Internal Camera 

Video Output Composite Video 1 Vpp NTSC/ PAL 

Video Resolution 640x480 (VGA) or 320x240 (CIF) 

Recording Quality; Compression 4 Levels; JPEG 

Video Motion Detection (VMD) Yes 

Recording Rate; Image Size From 10 Images/ Sec - 1 Image/ 5 Min; From 10K- 120K 

Storage Type Removable Mini SD Storage Card/ 2GB Supplied, 4GB Max 

Recording Modes Fixed– Records Events Until the Mini SD is Full 
Cyclic– When the Mini SD Card is Full, the Oldest Images 

are Overwritten with the Latest Images 

Recording Mode Triggers External Alarm, VMD and/or PIR Detection, Panic Button 
Using the IR Remote Control 

Pre-Alarm Recording Yes 

Scheduler Daily and Weekly 

Alarm Inputs/ Arm/Disarm Input 3 Inputs, Accepts N.O or N.C Alarm Sensors or OV as Low 
Level: +5 to +15V DC as High Level 

Alarm/ Programmable Output N/C 28V DC, 0.1A Protected with 20 Ohm Resistor 

IR Remote Control Used For: Arming/ Disarming the Unit, Emergencies Via 
Panic Button 

Security Password Protected 

Internal PIR Dual Element, Hard Spherical Lens, Angle 90° 

Recovery Automatic Recovery After Source Power Failure 

Power Source 12V DC 

Power Consumption 300mA (Approx) 

Operating Temperature 0°Cï 50°C 

Dimensions 137 x 65 x 49mm 

Weight 340g 


