
 

HIGH QUALITY CCTV EQUIPMENT– CANNONS 

CAM0144 

SAMSUNG A1 CHIPSET 
HI-RESOLUTION 600TVL 

VARI-FOCAL 
DAY/ NIGHT 

CANNON CAMERA 



 

HIGH QUALITY CCTV EQUIPMENT– CANNONS 
CAM0144 

TECHNICAL SPECIFICATIONS 

Model CAM0144 

Scanning System 2:1 Interlace 

Sync System Internal 

DSP Samsung A1 Chipset 

Image Sensor 1/3” Sony 6mm Interline CCD 

CCD Effective Pixels PAL: 752x582 

Lens 2.8-12mm Auto DC Iris Vari-focal IR Lens / F1.2  

Minimum Illumination 0.3 Lux/ F1.2 (50 IRE,AGC HIGH), 0.002 (SENS-UP X256) 

Gamma Correction Y= 0.45 

S/N Ratio 50dB Min (AGC Off, Weight On) 

Resolution 600TVL (Colour)/ 625TVL B/W 

Video Output 1.0 Vp-p (75 Ohms, Composite) 

Shutter Speed Auto/ Manual (X256 ~ 1/60 Sec ~ 1/120,000 Sec) A.FLK 

White Balance ATW/ AWC/ Manual (1,800K ~ 10,500K) 

IR LED Capability/ Range STD: 100mA Visible 5mm Dia (850nM) x42 Pcs/ 40M Max 

Motion Detection/ Privacy On/ Off (4 Zone) 

IP Rating IP65 

Supplied Voltage 12V DC/ 24V AC 

Power Consumption 700mA Max 

Operational Temperature -10 °C ~ 50 °C  

Operational Humidity 30% ~ 90% RH 

Dimensions  120 (W) x 150 (H) x 175 (D) mm 

Weight (kg) 1.75Kg 


