
 

HIGH QUALITY CCTV EQUIPMENT– DVR LITE 

DVR0027 

4 CHANNEL DVR 

 

H.264 VIDEO COMPRESSION 

 

LIVE RECORDING, PLAYBACK, 
BACKUP & REMOTE ACCESS 



 

HIGH QUALITY CCTV EQUIPMENT– DVR LITE 
DVR0027– 4 CHANNEL 

TECHNICAL SPECIFICATIONS 

Model DVR0027 

Operating System Embedded LINUX 

Video Input 4 Channel, BNC (1.0Vp-p, 75  Ω) 

Video Output 1 BNC (1.0Vp-p 75 ɋ), 1 VGA, 1 HDMI (Optional) 

Video Standards PAL (625 Line, 50 f/s), NTSC (525 Line, 60 f/s) 

Video Compression H.264 

Video Resolution D1 (4CIF) PAL 704x576 

Video Recording CIF: PAL 1 f/s ~ 25 f/s; 4CIF: PAL 1 f/s ~ 6 f/s 

Video Display Split Full and Multiple Screen Display, 1/4 

Audio Input 2 Channel, BNC (200-2800mV 30K ɋ) 

Audio Output 1 Channel, BNC (200-3000mV, 5K Ω) 

VMD; Alarm Inputs 4 Alarm Inputs 

Hard Disk 1 SATA Hard Drive Ports: Max 2TB Supported 

Recording Mode Manual, Continuous, Video Detection (Including Motion 

Detection, Camera Blank, Video Loss), Alarm 

Recording Interval 1~120min (Default: 60min), Pre-Record up to 30secs, 

Post-Record up to 5mins 

Backup Mode Flash Drive/ USB HDD/ USB CD/ DVD-RW/ Network 

Download 

Network Interface RJ-45 Port (10/100m) 

Power Supply 100 ~ 240V AC  @ 50/60Hz/ 12V, 3.33A Adapter Supplied 

Power Consumption 25W 

Dimensions; Mounting 1U, Maximum Size: 378x294x55mm; Desktop/ Rack 


