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TECHNICAL SPECIFICATIONS 

Model NETIP8 BSX 

Video Inputs 8 BNC Connectors 

Streaming Video Image Size QCIFï 176x144, CIFï 352x288 CCIR/ PAL 

Frame Rate QCIF: Up to 15 Images/ Sec, CIF: Up to 10 Images/ Sec 

Video Compression Video Transmission: H.263 Based Algorithm Recordingï 
Motion JPEG, StillïMotion JPEG Composite Video (CVBS)  

Input Signal Composite Video (CVBS) 

Input Impedance 75 Ohms or High-Z (Selectable) 

Standard EIA, CCIR, NTSC and PAL 

Video Outputs 1 BNC Connector, 75 Ohmsï Auto Sequencing or Two 
Page Quad 

Audio Quality; Compression 300Hz to 3.3KHz; 6Kbit/ Sec 

Communication Full Duplex Digital Stream 

Audio Inputs; Input Signal 8 RCA Connectors; Line Level 1Vp-p 

Audio Outputs 1 Phone Jack Connector, 1Vp-p 

Pre/ Post Alarm Recording Up to 400 JPEG Images on Local Memory. Programmable 
Number of Images for Each Video Channel 

Recording Rate Programmable Rate up to 5 Images/ Sec  

Network 10/100 BaseT Ethernet Port Supporting TCP/IP (RJ-45 
Connector) 

ADSL/ CABLE Connection to ADSL/CABLE Lines Via ADSL/CABLE Modem 

Alarm Inputs 8 External Inputs/ Opto-Coupler Isolated Dry Contact, 
Alarm Input Zones 

Alarm Outputs Outputs 1-4: Relay, Contact Resistance 0 Ohms, Current 
up to 1Amp; Outputs 5-8: Up to MOSFET, Contact  
Resistance 17 Ohms, Current up to 100Mega Amps 

IR Remote Control Arm/ Disarm Unit, Control Protected with Key-Code, Local 
Monitor Switch Between Cameras, Quad, Panic Button 

Watchdog Automatic Recovery Circuit 

Scheduler Built-In Weekly Scheduler  

Operational Temp; Humidity 0°Cï 50°C; <80% Nonï Condensing 

Dimensions 2U 17ò Rack Mount 


